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The AccuScan Pro Series is the latest in single-axis  
diameter gauges from the BETA LaserMike product line 
that offers outstanding precision, performance and value. 
This gauging system is built on the same proven optical  
engine and electronics platforms that have made the  
AccuScan family of gauges renowned, industry-wide for 
high-performance diameter measurement.  

AccuScan Pro offers a compact footprint and is designed 
for true applications versatilitytrue applications versatility. It can be easily integrated 
into the process for real-time control of product diameter 
or can be used as a stand-alone solution for off-line  
diameter applications. You benefit from higher product  higher product 
qualityquality and significant material savings significant material savings.

AccuScan Pro can measure product diameters up to  diameters up to  
100 mm (3.94 in.)100 mm (3.94 in.) and, via an option, you can perform  
single-scan flaw detectionsingle-scan flaw detection of lumps and neckdowns.  
Depending on the application, you can even stack two stack two 
or more or more AccuScan Pro gauges to measure even larger 
diameters. 

AccuScan Pro also offers the lowest cost of ownershiplowest cost of ownership.  
Its durable, low-maintenance design enables the gauge to 
reliably operate in a wide variety of demanding industrial 
applications. Powerful Multi-Strand Option

AccuScan Pro gauge can be equipped with MultiScan 
software for 100% on-line inspection of multi-strand wire.multi-strand wire. 
This option enables you to accurately and reliably measure measure 
up to 12 wire diametersup to 12 wire diameters simultaneously and instantly detect 
any missing and broken strands. 

Versatile Diameter Gauging Across  
Every Application 
AccuScan Pro delivers the highest diameter measurement 
performance, day in and day out, across a wide range of 
industrial applications such as:

■	 Cord

■	 Plastic and Rubber Hose

■	 Plastic Pipe

■	 Plastic Tube – including medical,  
	 automotive, heat shrink, irrigation 
	  and other products

■	 Rods

■	 Wire and Cable – bare, jacketed  
	 and coated

■	 And other extruded or drawn  
	 cylindrical, flat or unique profile  
	 products

Single-Axis Diameter Gauging  
Just Got Better



Get These Key Features for  
Outstanding Measurement Performance
■	 High-accuracy measurements regardless of where the product  
	 is positioned within the measuring gate

■	 Specially engineered optics with unique calibration technique  
	 provide the highest achievable accuracy

■	 Rail design allows flexibility in spacing between transmitter  
	 and receiver heads

■	 Optional air purge system keeps windows clean from dust and  
	 debris for maximum uptime and reduced maintenance

■	 Flexible communications supporting a variety of communication  
	 protocols for easy integration into processes

■	 Optional ultra-bright display and operator interface to easily  
	 configure and view measurement data

■	 Monitor gauge operation and performance such as gauge status, on-board communication options,  
	 RS-232 and Ethernet data transmissions with color-coded LED status indicators

■	 Rugged, robust IP65 rated housings keep out moisture and dirt

■	 2-Year product warranty on all AccuScan Pro product components

Measure diameters up to 100 mm or
greater with stacking option

Newly Designed Display Newly Designed Display 
Coming SoonComing Soon

Intelligence that transforms the world.

Flexible communications



AccuScan Pro 45 mm AccuScan Pro 100 mm

PerformancePerformance

OD Range 0.13 – 45 mm (0.005 – 1.77 in) 0.2 – 100 mm (0.008 – 3.94 in.)

Gate Size 52 mm (2.05 in) 106 mm (4.17 in)

Accuracy ±0.001 mm¹ (±0.000040 in) ±0.002 mm² (±0.000080 in.)

Resolution 0.00001 mm (0.0000004 in)

Scan Rate 1200 scans/sec

CommunicationsCommunications

Standard RS – 232, DeviceNet, EtherNet/IP, Ethernet TCP/IP, Profinet

Optional 3Profibus, Analog/Digital, PI Control

Enviromental and Physical DataEnviromental and Physical Data

Power 24 VDC, 6 W, 0.9 A

Temperature 5 – 45° C (41 – 113° F)

Protection Rating IP65

Weight 4.7 KG (10.3 lb) 8.3 KG (18.3 lb)

Dimensions (Standard Config) (L x W x H) 460 x 63 x 156 mm (18.1 x 2.5 x 6.1 in) 812 x 63 x 186 mm (32.0 x 2.5 x 7.3 in)

Additional Options Extended Rails, Multi-Strand, Stacked Scanner Mode for diameters  
larger than 100 mm, Air Wipe, Display Stalk

Specifications

Software Options
■	 Glass logic for measuring transparent/translucent products 

■	 Single-scan flaw detection for Lump and Neckdowns

■	 In-head Fast Fourier Transform (FFT) analysis of the diameter measurement

■	 Fast analog output for further analysis or connection to a Digital Panel Meter

■	 STAC logic for measuring stranded, twisted, armoured or corrugated products

■	 AccuNet software for complete off-line part/sample inspection

■	 MultiScan software for measuring multiple strands in 1-4 gauges

Nordson Measurement & Control Solutions is represented in over 60 countries worldwide.  www.ndc.com/betalasermike

In line with its policy of continuous improvement, Nordson reserves the right to revise 
or replace its products or services without prior notice. The information contained in this 
document may not represent the latest specification and is for indicative purposes only.
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¹±0.02% of product size    ²±0.01% of product size
3AccuScan Pro can be equipped with an optional high-density, 15-pin connector for Profibus, Analog/Digital outputs and PI Control.  

A Y-adapter can be used, splitting the 15-pin output into two DB-9 connectors.


